
 

 

USB to RS-485 converter 
 

 

 

 

Features and Benefits 

- USB 2.0 Full Speed compatible 

- 3 Mbps maximum baud rate  

- Drivers provided for all Windows, macOS, and Linux 

- Royalty-free Virtual Com Port (VCP) or Direct Drivers (USB Drivers + DLL) 

- LEDs for indicating USB, Transmit and receive signals 

- -40°C to 85°C extended operating temperature range 

Introduction 

USB to RS-485 converters is the perfect accessory for laptop or workstation 
computers that do not have a serial port. 
They are essential for engineers who need to connect different serial devices in 
the field or separate interface converters for devices. 
US 485 model converts from USB to RS-485.  
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Specifications 

USB interface Speed 12 Mbps 

 Connector USB Type B 

 USB Standards USB 1.0, 1.1, 2.0 (Full speed) compatible 

Serial interface Number of ports 1 

 Serial standards RS-485-2w 

 Connector Terminal block (3 pins) 

 Pull high / low resistor for RS-
485 

1 kΩ 

 Terminator for RS-485 120 ohms 

Serial 
communication 
parameters 

Data Bits 7, 8 

 Stop Bits 1, 2 

 Parity Odd, even, mark, space, None 

 Baud rate from 300 baud to 3 Megabaud 

Serial signals RS-485-2w Data+, Data-, GND 

OS drivers windows, Linux, Mac, windows CE, windows XP, windows 98 

Physical 
characteristics 

Housing Metal 

 Weight 195g 

 Dimensions Without ears: 55.6 x 82.5 x 22 mm (2.19 x 3.25 x 
0.86 in) 
With ears: 78.6 x 82.5 x 22 mm (3.09 x 3.25 x 
0.86 in)        

Environmental limits Operating temperature -40 to +85 °C (Industrial temp) 

 Ambient relative humidity 5 to 95% (non-condensing) 

Power requirements   

 Input voltage 5 VDC (USB) 

 Input current 61 mA 

Warranty   

 Warranty period 3 years 

 Details See www.thesamin.com/warranty 

 

 



Dimensions (Unit: mm) 

 

Pinouts: 

 

 

 

Term. PIN RS-485-2w 

 

P1 

1 Data+ 

2 Data- 

3 GND 
 


